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APT™ Automation Pipette Tips
LIQUID HANDLING

APT™ automation pipette tips fit the Beckman® Biomek 
X-series and I-series automated workstations as well as
the Biomek 4000/3000/2000 automated liquid handlers.

APT™ tips are available in both sterile and non sterile 
versions. As with all Labcon products the sterile versions 
are sterilized using a medical grade validation to an SAL 
of 10-6 to ensure they can be used for diagnostic as well 
as research applications.

Packaging Options

APT™ Automation Pipette Tips

Quality Tested 
Tested continuously throughout 
molding to maintain orifice 
diameter stability

Tip Uniformity 
Made in the highest quality 
diamond polished molds

Sturdy Racks
Packaged in heavy, reusable 
polypropylene with a color 
coded platform 

Guaranteed Fit
Designed to work as a plug-

&-play solution on factory 
specification Biomek® units

No Additives 
Naturally hydrophobic resins 
without additives that might 

foul your work 

Pure Resins 
Made exclusively from 

magenta-tinted medical grade 
FDA compliant CFR21 resin

MATERIAL 

GRADE 

RATING 

APPROVED USES

COLORS

100% Virgin Polypropylene

Medical

USP Class VI

Medical, Research, Industrial, Food & Beverage

Magenta

APT™ tips fit Beckman® Biomek® workstations[ [

384 Rack 96 Rack Eclipse™ & Eclipse™ Mini

APT™ FEATURES

™™™ ™
Certi�ed 
Low Trace
Metals

™CERTIFIED
Low Trace
METALS
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APT™ Automation Pipette Tips Description Item # Packaging Sterile Qty/Pk Qty/Cs

40 µL Tip  
Aerosol Filter 
For Beckman®  

Biomek Workstations

8114-695-000-9 96 Rack ü 960 4800

50 µL Tip
Aerosol Filter 
For Beckman®  

Biomek Workstations

8124-695-000-9 96 Rack ü 960 4800

190 µL Tip 
Aerosol Filter  
For Beckman®  

Biomek Workstations

8117-695-000-9 96 Rack ü 960 4800

LIQUID HANDLING
APT™ Automation Pipette Tips

™™™ ™
Certi�ed 
Low Trace
Metals

™CERTIFIED
Low Trace
METALS

38.3 mm

51.3 mm

51.3 mm

Max fill:  
20 μL 

Max fill:  
125 μL 

Max fill:  
50 μL 

View our compatibility guides online:  labcon.com/tipfits Tips are shown actual size 

8114

8124

8117



The Earth Friendly® Company
®

LIQUID HANDLING

APT™ Automation Pipette Tips Description Item #   Packaging Sterile Qty/Pk Qty/Cs

30 µL Tip
For 384 Channel  

Beckman®  Biomek  
Workstations

8005-690-009-9 384 Rack 3840 19200

8005-695-009-9 384 Rack ü 3840 19200

50 µL Tip 
For Biotek® Instruments  

Workstations
8010-250-000-9 Eclipse™ Mini Refills 672 5376

50 µL Tip 
For Workstations

8015-690-008-9 96 Rack 960 4800

80 µL Tip 
For Beckman® Biomek  

Workstations

8014-690-010-9 96 Rack 960 4800

8014-695-010-9 96 Rack ü 960 4800

90 µL Tip 
For Beckman® Biomek  

Workstations

8024-690-010-9 96 Rack 960 4800

8024-695-010-9 96 Rack ü 960 4800

200 µL Tip 
For Biotek® Instruments  

Workstations

8020-250-000-9 Eclipse™ Mini Refill 480 3840

8020-690-028-9 96 Rack 960 4800

8020-695-028-9 96 Rack ü 960 4800

230 µL Tip 
For Beckman® Biomek 

Workstations

8017-690-010-9 96 Rack 960 4800

8017-695-010-9 96 Rack ü 960 4800

APT™ Automation Pipette Tips

™™™ ™
Certi�ed 
Low Trace
Metals

™CERTIFIED
Low Trace
METALS

48.3 mm

48.3 mm

38.4 mm

38.3 mm

51.3 mm

52.1 mm

51.3 mm

View our compatibility guides online:  labcon.com/tipfits Tips are shown actual size 

8005

8010

8015

8014

8024

8020

8017




