
X-TubeProcessor_Smart®

Tube handling has never been easier: Discover the compact and

cost-saving automation solution for opening, filling, capping and

labelling micro-screw tubes.

Laboratory automation in a minimum of space

hti-automation.com/en/products/x-tubeprocessor-smarthti-automation.com/en/products/x-tubeprocessor-smart

In advance of your purchase we advise you in detail,

considering your individual demands. This is how we find the

ideal device for your budget, process and throughput,

as well as for your existing labware such as micro screw tubes,

caps and racks.

Consulting
Always there for you

Service and Support
Act instead of react

To avoid operational downtime, we proactively maintain our

devices on a regular basis both on-site and via remote

maintenance. Moreover, in our training courses you will gain

all the knowledge you need for a proper use of your device.

These and other services can be part of your individual

service contract.

Your Benefits
• Regular Scheduled Maintenance Intervals

• Original Spare Parts, Long-Term Availability

• Individual Service Benefits

• Short Reaction Times

• Customer-Oriented Availability

• Cost Control and Transparency

Dimensions: (L x D x H)

Weight:

Power Supply:

Pneumatic Air Supply:

Connections:

approx. 82,3 – 107,5 cm x 73,5 cm x 84,5 – 115 cm*

approx. 70 – 95 kg*

280 W | 100 – 240 VAC | 50 – 60 Hz

50 l/min dry air at a minimum of 6 bar

Power supply, pneumatic air supply, USB, Ethernet

*(Depending on the configuration of the device)

Technical Data (Typical Usage)

Process time for 6 racks
with 48 tubes each
(Serial Processing)

57 Min.
Dispensing and Capping

96 Min.
Dispensing, Capping and Labelling

Capping48 Min.
Labelling

Functions
of the X-TubeProcessor®_Smart

Labelling
Additional Module

Additional Module
Dispensing

Software
Simply Useful

Our intuitive software helps you to use the functions of the

X-TubeProcessor®_Smart as effectively as possible: It gives

you not only full control over your individual workflows, but

also guides you step by step through every procedure. This

includes both the uncomplicated and guided calibration of

the peristaltic pump and the well-thought-out

troubleshooting.

With the help of the printer's own cablabel® S3 software, you

can create your personal label artwork and transfer it easily

via USB stick, Ethernet or WLAN. The use of other label

software is also possible without any problems.

The connection to your network allows the HTI service team

remote access to the unit and often makes an on-site

service visit unnecessary.

For even more convenience and a higher walk-away time,

the X-TubeProcessor®_Smart also sends alerts by email if

required. A progress indicator on the display gives you an

overview of your current production status at any time, as

well as the estimated time of completion.

Contact
Please contact us at any time under the following contact addresses:

HTI Automation GmbH
HTI Engineering GmbH

Am Forst 6
85560 Ebersberg, Deutschland
www.hti-automation.com

Advice: +49 (0)8092 2092-22

Service: +49 (0)8092 2092-60

Fax: +49 (0)8092 2092-28

E-Mail: info@hti-automation.com

E-Mail: support@hti-automation.com
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X-TubeProcessor_Smart®

Dispense liquids of almost all viscosities

precisely and quickly thanks to the integrated,

smart calibration tool - 3 different tube sizes are

available depending on the filling quantity and

the desired speed or accuracy. Interchangeable

tubing and matching autoclavable stainless

steel cannulas enable sterile processing.

Peristaltic Pump (Dispensing)

Use the labeller module with 600 dpi

thermal transfer printer to label your

micro-screw tubes with the same or

different information.

Labeller

Automate the opening and closing of your

micro-screw tubes of different types and sizes.

Tube Handling

Operate the X-TubeProcessor®_Smart

conveniently by touch and keep an eye on

the important information.

Touchscreen

Protect your employees from harmful

substances and your products from

UV radiation.

Plexiglass Doors with UV-Filter

Create a sterile environment inside the unit that

meets the requirements of DIN EN ISO 14644

Class 5. See yourself: Our video shows how the

HEPA-filter works.

HEPA-Filter

Simply fill the screw caps in bulk - the cap

feeder holds up to 1000 caps.

Capfeeder

Use the cap eject containers for quick

emptying of the Capfeeder or to remove

unused screw caps.

Cap Eject Container

Place up to six SBS racks of 48 tubes in

the easy-to-clean storage (individual

configurations possible).

Anodised Aluminium
Rack Storage

Match the mounting height to your available

space on site.

Height-Adjustable Feet
Transfer your label data to the

X-TubeProcessor®_Smart via the internal

network, an external PC or USB stick.

Data Transfer

Store up to 1 l of liquid - if desired with passive cooling

and/or bottle empty detection. An inclined position of the

bottle ensures that even the smallest quantities of liquid

can be dispensed.
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A Compact All-Rounder for your Laboratory

From opening to closing: The X-TubeProcessor®_Smart relieves your

employees of the manual work with micro-screw tubes.

Place up to six racks of micro-screw tubes, press

"Start", and is done: Processing tubes with the X-

TubeProcessor®_Smart is that simple. Despite its

compact size, the device is a full-blown automation

solution that can be flexibly adapted to a wide range

of processes and production quantities. This makes

theX-TubeProcessor®_Smart suitable for more

demanding applications where space is limited.

The X-TubeProcessor®_Smart not only ensures that

your liquids are filled in exactly the right quantity and

quality, saving time and resources. But also frees your

staff from manual pipetting and the associated risks:

Contact with potentially hazardous substances,

human errors, chronic stress symptoms (e.g. repetitive

strain injury syndrome). Instead, your employees are

deployed where they can utilize their full potential.

Your Benefits at a Glance

• Longer walkaway time, thanks to processing of

up to 6 racks

• Time-saving, sensor-stabilised and reproducible

automation process

• No interference with laboratory work thanks to

compact size and quiet operation

• Short delivery time

(when using standard Sarstedt tubes)

About HTI

• Made in Germany

• More than 20 years of experience in the biotechnology sector

• International distributor and service network

• Comprehensive range of suitable accessories such as labels and racks

• Quality Managment according to DIN ISO 9001

Watch our video and experience the

X-TubeProcessor®_Smart in operation!

X-TubeProcessor®_Smart in Action

• Sterile working even without a corresponding

workbench thanks to HEPA-filter

• Peristaltic pump for efficient dispensing -

depending on the desired accuracy, also in small

quantities (recommendation: min. 50 µl)

• Retrofittable modules such as labeller,

capfeeder and peristaltic pump
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