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PrizmatixFIBER COUPLED

UHP-F 
Series

• High Power – up to 5 watts

• 3mm or 5mm Light Guides

• XYZ adjustable collimator and microscope adapter

• Convenient power dial (optional)

• Optically isolated TTL and analog inputs

• Fast TTL switching and low optical noise

• Ultra-Low Noise option available

High Power Light Guide Coupled LEDs
White Light for Routine & Fluorescence Microscopy
Powerful UV for Curing, Photoactivation and Uncaging
Blue, Green, Lime Green , Red and Near IR for Imaging 

Prizmatix Ultra High Power LEDs for Light Guides (UHP-F) are robust, self-contained and extremely 
powerful, with up to 5 watts of power at the exit of the light guide. These devices are available in 3mm 
and 5mm versions with wavelengths from UV to NIR and white. Each LED has TTL, analog, and an 
optional power dial.
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UHP-F-LED 
Control Options UHP-F Series

Configuration A

Configuration B

Configuration C

Configuration D

Basic On/Off - mimics the standard lamp. The UHP-FB will 
work at maximum current.

The LED current can be controlled from a computer by 
UHP-F-USB interface. Control software for PC or Mac is 
provided. API is available upon request.

Configurations D and E can be combined to create versatile 
control. Manual and computerized at the same time.

Additionally, to configuration F: a Function generator can be 
connected to the TTL input of UHP-FB to create fast pulses.

Additionally, to configuration A: a Function generator can be 
connected to the TTL input of UHP-FB to create fast pulses.

Additionally, to configuration B: The LED current can be 
controlled through an Analog Input BNC connector. The 
analog signal can be, for example, from a USB D/A module.

The LED current can be manually controlled through CTRL-F 
- a small, wired console with a potentiometer that sends I2C 
control signals to the UHP-FB.

Configuration E

Configuration F

Configuration G

Configuration E


